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THIS ENTIRE DOCUMENT AND ALL INFORMATION HEREON ARE PROPRIETARY AND THE EXCLUSIVE PROPERTY
OF YANKEE HILL MACHINE COMPANY, NORTHAMPTON, MA, US.A. AND SHALL NOT BE REPRODUCED, DUPLICATED,
OR COPIED IN WHOLE OR IN PART, OR OTHERWISE DISCLOSED OR MADE AVAILABLE TO ANY OTHER PERSON,
FIRM, OR CORPORATION OR OTHERWISE USED WITHOUT THE PRIOR WRITTEN PERMISSION OF THE OWNER.
THIS DRAWING OR PRINT MUST BE RETURNED TO THE OWNER UPON COMPLETION OF THE PURPOSE FOR
WHICH IT WAS RELEASED BY YANKEE HILL MACHINE COMPANY, NORTHAMPTON, MA, US.A. OR EARLIER UPON

DEMAND OF THE OWNER.
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USE THIS PERPENDICULARITY FOR INDEXING
ON THE SHOULDER BEHIND THREADS
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USE THIS PERPENDICULARITY FOR
INDEXING ON THE MUZZLE
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1> ALL DIMS CONCENTRIC WITHIN .003 T.I.R.

0781-28 UNS-3A

PITCH 8.5549-.5521
MAJOR ©.5781-.3716
MINOR ©.5394-.5289
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